
Accessories

05-1144-R002
20 l Gas cylinder for new SF  gas

New SF  gas *, reconditioned SF  gas as well as used SF  with an SO  content of 250 ppm

Manufactured according to technical regulations for compressed gases with TÜV certificate. Gas cylinder labelling in accordance
with DIN EN 1089-3

The actual product may differ slightly from the image.

Standard version

Special features

6
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Valve for new SF  gas, reconditioned SF  gas as well as used SF  gas with a SO  content of < 250 ppmv in accordance with DIN
477 no. 6 W21.8 x 1/14“

■
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Valve made of brass■

Gas type: SF■
6

Volume: 20 l■

Storage: flüssig / gasförmig■

Operating pressure: -1 bis +50 bar■
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Advantages & functions

New SF  gas Reconditioned
SF  gas

Used SF  gas with an SO
content

of 250 ppm

UN number: UN 1080 UN 1080 UN 3163

Classification code: 2A 2A 2A

Hazard label: 2.2 2.2 2.2

The use of new gas cylinders (green shoulder and hazard label 2.2 in accordance with ADR) is admissible for

Technical data

Volumne 20 l

Outside diameter 204 mm approx.

Length 655 mm without valve

Weight 26 kg net

Test pressure 200 bar

Packaging

05-1144-R101 Gas cylinder pallet

Note

Attention: If the gas quality cannot be defined or the SF6 gas contains decomposition products (250 ppmv SO2) use cylinders (yellow

marked and hazard label 2.3 +8) for road transport.

Repeated inspection:
The user of the gas cylinders is responsible to carry out the repeated inspections on pressure vessels for transportation of gases with
the 2A classification code in accordance with ADR every 10 years. Please observe local rules and regulations. DILO will be pleased to
support you with the inspection in accordance with ADR.
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as well as used SF  with an SO  content of 250 ppm■
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